
TTM NoXygen®

Increases system  
lifetime

Reduces noise and  
operational disruption

Protects TTM NoXygen®

from dirt/magnetite

TTM MAG 54
Effective magnetite and particle filterffective magnet-
ite and particle filter
TTM MAG 54 is an effective magnetite filter combined
with a particle filter. The unit is primarily intended to be
installed with the TTM NoXygen® vacuum degasser.

When the gas level falls in a heating or cooling system, 
magnetite and other deposits are often released from the 
system’s inner walls. The particles contribute to increased 
wear, including to pumps and pipe walls, and can cause 
clogging.

Installing TTM MAG 54 together with TTM NoXygen® is 
recommended if it is known that there is magnetite or 
other particles in the system fluid. 

Art. no: 514 428

Applications:

•	 Ideal pre-filter to TTM NoXygen® vacuum degasser.
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Technical data

Functional description

Maintenance

TTM MAG 54

TTM MAG 54

TTM MAG 54

2

TTM Energiprodukter AB    

Slöjdaregatan 1, SE-393 66 Kalmar, Sweden  |  Tel. +46  480 41 77 40

info@ttmenergi.se  |  www.ttmenergi.se

TTM MAG 54	 Specification	

Material	 Brass/stainless steel

Media temperature	 -10 °C – +90 °C

Collection volume	 0.1 litre

Filter mesh	 300 microns

Pressure class	 PN10

Connection dimension	 Int./ext. DN 15

Kv value	 4.96 m3/h	
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TTM MAG 54 - Pressure drop diagram
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The magnetite is collected using a powerful magnet placed 
in the bottom of the housing. Particles and dirt are separated 
from the system fluid through a particle filter consisting of a 
300 micron strainer basket, which effectively collects particles 
and drives them down into a particle trap.

 

Easy cleaning of the magnetite 
trap

Cleaning the particle filter
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1

Emptying of accumulated dirt and 
magnetite which has collected in 
the dirt/magnetite trap is done by 
unscrewing the magnet in the bottom 
1 and opening the drain valve 2.

The particle filter must be cleaned at 
regular intervals. The intervals depend 
on the level of dirt and deposits in the 
system. To access the particle filter 
1 you need only unscrew the bottom 
insert 2. 
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